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PathLights
in copper or aluminum with  technology.

THE WELL TRAVELED PATH. 

While keeping its stunning copper options, 
TEKA Illumination now offers our path lights in copper-

free Aluminum with BKSSL® technology. 

Choose Directional or Area fixtures and be assured 

you'll safely guide your guests along meandering 

walkways, while showcasing your landscapes with 

these low-wattage charmers. 

.com



1130
1130 Path Light (1130) shown in Copper  

with Natural (NAT) Finish. 

Includes 7W BKSSL® technology.
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REGATTA
Regatta Path Light (RGP) shown in Aluminum 

with Cap Style B and 360TK Knuckle 

in Black Chrome (BCM) Finish. 

Includes 8W BKSSL® Power of 'e' technology with Adjust-e-lume®. 

Also available with Cap Styles A and C.
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PROJECTOR
Projector Path Light (PRP) 

shown in Aluminum with RAL 5022 Finish. 

Includes 8W BKSSL® technology.

1130

6 1/2"  Dia.
(165mm)

1 1/4" Dia.
(32mm)

3 3/8"
(86mm)

3/8"
(10mm)

1/8"
(3mm)

Specify
Stem Length

7/8" Dia.
(22mm)

5/8"
(16mm)

6 1/2" Dia.
(165mm)

 BKSSL 

1 1/4" Dia.
(32mm)

3/4"
(19mm)

3 1/4"
(83mm)

5/8"
(16mm)

Specify
Stem Length

1/8"
(3mm)

5/8"
(16mm)

7/8" Dia.
(22mm)

TAMPER-RESISTANT FINIAL

1130-LED

S000954

6 1/2" Dia.
(165mm)

HighLight
S E R I E S

Adjust-e-Lume®
(BKSSL®)

Choose from three different shade 

styles and hundreds of powder coat 

finishes. Customize these subtle 

beauties to HIGHLIGHT anything!

MINI BEACON
Miniature Beacon Path Light (MBP) shown in Aluminum, (left) with 8" Shade (SD8) 

and Cone Cap (CC1) in Antique Brass Powder (ABP) Finish; and (right) with 

5" Disk (SD5) and Cone Cap (CC1) in Satin Aluminum (SAP) Finish. Includes 

7W BKSSL® technology. Also available with Flat Cap (CF1).

SCHOONER
Schooner Path Light (SCP) shown in Aluminum 

with Cap Style A and 360TK Knuckle 

in Black Chrome (BCM) Finish. 

Includes (2) 8W BKSSL® Power of 'e' technology with Adjust-e-lume®. 

Also available with Cap Styles B and C.


