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Luminaire Description: Formed aluminum housing, five (5) louvers, and white plastic diffuse lens

Lamp: Eight (8) white LEDs
Mounting: Surface — Wall
Ballast/Driver: FX95100

Luminaire

Summary of Results

Radiant Flux: 255 mw
Luminous Flux: 67.64 Im
Luminaire Efficacy: 16.8 Im/W
CCT: 2629 K
CRI (Ra): 93.2
Chromaticity (x): 0.4674
Chromaticity (y): 0.4149
Chromaticity (u): 0.2654
Chromaticity (v): 0.3534
Duv: 0.0009

Testing was performed in a 2-meter integrating sphere using the 41 geometry method.

Test Conditions

Test Temperature:
Voltage:

Current:

Power:

Power Factor:
Frequency:
Current THD:

Absorption correction was employed for this measurement.
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25.2 °C
120.0 VAC
0.03633 A
4.019 W
0.920
60 Hz
34.6 %



Spectral Flux (mW/nm)

1.80
1.60
1.40
1.20
1.00
0.80
0.60
0.40
0.20
0.00

Color Quality - Integrating Sphere
Integrating Sphere Test Conditions

Temperature| Voltage Current Power |Power Factor] Frequency | Current THD
25.2°C ]120.0 VAC] 0.03633 A | 4.019W 0.920 60 Hz 34.6 %
Summary of Results
Total Output: 68 Lumens Chromaticity (x): 0.4674
Efficacy: 16.8 Im/w Chromaticity (y): 0.4149
CCT: 2629 K Chromaticity (u"): 0.2654
CRI (Ra): 93.2 Chromaticity (v'): 0.5301
CRI (R9): 73.5 TM-30 Ry: 89.8
Peak Wavelength: 634.1 nm TM-30 Ry: 102.9
Dominant Wavelength:  584.3 nm Duv: 0.0009

S/P Ratio: 1.207
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Color Rendering Index Detail
Ra (CRI)] R1 | R2 [ R3 R4 R5 | R6 | R7 | R8 R9 | R10 | R11 R12 R13 | R14
93.2 94.5(94.5]192.2| 945 [93.2]192.8|94.8(89.0] 73.5 | 85.7| 954 | 83.4 | 94.2 | 94.6
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